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Technical Data

Plank format

1.220 x 158 x 14 mm 1.900 x 189 x 14 mm
1.900 x 189 x 15 mm

1.900 x 190 x 14 mm
1.900 x 190 x 15 mm

2.200 x 260 x 15 mm 1.860 x 75 x 15 mm
1.860 x 148 x 15 mm
1.860 x 189 x 15 mm
1.860 x 260 x 15 mm

Packaging unit 8 planks/1,542 m2 8 planks/2,873 m2 8 planks/2,888 m2 6 planks/3,432 m2 1 package/3,75 m2

Palette content 48 cartons/74,02 m2 40 cartons/114,92 m2 40 cartons/115,52 m2 33 cartons/113,256 m2 30 cartons/112,50 m2

Surface Oxidative oiled
Top layer 3,0 mm 3,0 mm / 4,0 mm 3,0 mm / 4,0 mm 4,0 mm 4,0 mm

Carrier board 8,0 mm
Poplar/Conifers 8,0 mm Poplar/Conifers

Underlay 3,0 mm
Poplar/Conifers 3,0 mm Poplar/Conifers

Edge processing Longitudinally baveled or 4-sided baveled
Laying method Glueless click technique/front side drop down

Testing Values
Determination of 
burning behaviour 
(EN 4102 • 
EN-ISO 9239-1)

Dfl-s1 •  Does not release toxic gas during combustion

Mass per unit area 7.700 g/m2

Suitable for 
underfloor heating Yes (Hot water underfloor heating)

Thermal 
conductivity 
(DIN-EN 51612-Teil 1)

0,11 m2 x K/W

1-strip country house short planks and 1-strip country house planks
in 14 mm/ 15 mm.
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Disposal Household waste


