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Technical Data 3-strip schip floor 1-strip CHP 14 mm 1-strip CHP XL Solid 15 mm Solid 20 mm

Plank format 2.200 x 192 x 13 mm 1.900 x 190 x 14 mm 2.200 x 260 x 15 mm 500 – 2.400 x 120/150 x 15 mm 500 - 2.400 x 140 x 20 mm

Packaging unit 6 planks/2,534 m2 8 planks/2,888 m2 6 planks/3,432 m2 8 planks 5 planks

Palette content 35 cartons /
88,69 m² 

40 cartons /
115,52 m²

33 cartons /
113,256 m² ca. 100 m² ca. 100 m²

Surface 8 times Paint./oiled oiled

Top layer 2,5 mm 3,0 mm 4,0 mm solid solid

Edge processing flat  4-sided baveled

Laying method Välinge 5G DropDown tongue and groove

Testing Values
Determination of
burning behaviour Dfl-s1 Cfl-s1

Mass per unit area 7.040 g/m2 7.700 g/m² 7.700 g/m² 10.500 g/m² 14.000 g/m²

Suitable for
underfloor heating Yes (Hot water underfloor heating)

Thermal
conductivity 
(DIN-EN 51612-Teil 1)

0,10 m2 x K/W 0,11 m2 x K/W 0,11 m2 x K/W 0,10 m2 x K/W 0,12 m2 x K/W

3-strip ship floors in 13 mm - Välinge 5 G
1-strip country house planks in 14 mm/1-strip country house planks XL in 15 mm - dropdown
Solid wood floorboards in 15 and 20 mm thickness with tongue and groove
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Disposal Household waste

Wooden floors


